
Komatsu Hydraulic Breaker

JMHB130H-1

Compact frame with heavy power
Designed for 9 to 16 tons carriers.

Lighter, leaner, more powerful.

Tie rods free breaker.

• Hydraulic accumulator: no more regular 

nitrogen controls and recharges on jobsites.

• Automatic lubrication: cartridge grease 

pump mounted on breaker.

• Made in France: superior quality steel and 

manufacturing excellence.

• Blank firing protection: increased wear parts 

lifespan.

Weight and dimensions

Weight kg/lb

Dimensions mm/in

Breaker. 600 1,322
+ Mounted tool. 665 1,465
+ Mounted adapter plate (max.) 843 1,858

 A. 1,241 48.85
 B. 567 22.32
 C. 280 11.02
 D. 430 16.92
 E. 51 2
 F. 8 0.314



General specifications

Operating Information

 • Carrier weight range (min-max, mt) 9 - 16.
• Oil flow (min-max, l/min / gpm) 80 - 140 / 21.1 - 37.
• Maximum operating pressure (bar/psi) 140 / 2,031.
• Maximum back pressure (bar/psi) 15 / 218.
• Input power (kw) 32.6.
• Striking frequency (min-max, bpm) 420 - 870.
• Noise level /10m (dba) 96.
• Soundproofing standard.
• Pressurization preinstalled.

Options (CPN)

 • Automatic lubrication kit: 86768124.
• Pressurization kit: 86777695.
• Adapter plate: Upon request.
• Special painting: Upon request.

Maintenance kits (CPN)

• Level 1: 86778180.
• Level 2: 86778198.

Consumables (CPN)

 • Grease cartridges (x48 hand pump) 86799152.
• Grease cartridges (x20 automatic lubrication) 86784758.
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Tools
Diameter (mm/in). 106 / 4.17 106 / 4.17 106 / 4.17 106 / 4.17
Length (mm/in). 1,005 / 39.56 1,005 / 39.56 1,005 / 39.56 1,005 / 39.56
Weight (kg/lb). 62 / 137 63 / 139 66 / 146 62 / 137
CPN. 86722451 86722154 86722444 86622469


