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Cutting edge technology 
ruthless for rocks

 Designed for 27 to 40 ton carriers.
 Automatic energy per blow adjustment.
 Autonomous working pressure control.
 TPS system: improved tool lifespan.

•	Hydraulic accumulator: No more 
regular nitrogen controls and recharges 
on jobsites.

•	Operator friendly: Blank firing 
protection, automatic lubrication, 
energy recovery system, and easy 
maintenance.

•	 Made in France: Superior quality steel, 
and manufacturing excellence.

•	Carrier protection: Anti-vibration 
dampeners, and pressure spike 
prevention.

Weight

Breaker. 2,065 kg. 4,553 lb.

+ Mounted tool. 2,258 kg. 4,978 lb.

+ Mounted adapter plate (max.) 2,734 kg. 6,027 lb.

Dimensions

A. 2,093 mm. 82.4 in.

B1. 590 mm. 23.4 in.

B2. 740 mm. 29.2 in.

C. 568 mm. 22.3 in.

D. 367 mm. 14.4 in.

E. 64 mm. 2.5 in.
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V-Series Hydraulic Breaker



Operating Information

•	Carrier weight range (min-max, mt): 27-40

•	Oil flow (min.max, L/min, gpm): 180-265/47.6-70

•	Maximum operating pressure (bar/psi): 165/2,393

•	Maximum back pressure (bar/psi): 6/116

•	Input power (kW): 72.9

•	Striking frequency (min-max, BPM): 345-1,160

•	Noise level/10 m (dBA): 96

•	Automatic lubrication: Standard.

•	Soundproofing: Standard.

•	Pressurization: Preinstalled.

Consumables (SKU)

•	Grease cartridge (5 kg): 86772993

•	ABL2 grease bucket (24 kg): 86772969

•	ABLF grease bucket (24 kg): 86772977

Options (SKU)

•	Pressurization kit: 86372505

•	Antiseismic system: Upon request.

•	Adapter plate: Upon request.

•	Special painting: Upon request.

Maintenance kits

•	Basic: 86738317

•	Level 1: 86700820

•	Level 2: 86700838
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Tools

Diameter (mm/in). 150/5.9 150/5.9 150/5.9 150/5.9 150/5.9

Length (mm/in). 1,350/53.14 1,500/59.05 1,350/53.14 1,500/59.05 1,350/53.14

Weight. 170/375 191/421 172/379 193/425 180/387

SKU. 86492246 86593522 86608130 86604931 86492253

General Specifications

The designs, specifications and product information in this document are 
provided only for informative purposes and constitute no warranty whatsoever. 
Product designs and specifications may change at any time without notice. The 
only warranties applicable to products and service sales are the standard written 
warranties, provided by Komatsu upon request.

Komatsu and other brands used in this document are property of Komatsu Ltd., 
Komatsu America Corp., Komatsu Mining Corp., one of their subsidiaries, or their 
respective owners or licensees.

© 2022 Komatsu Holding South America Ltda. All rights reserved.

https://www.youtube.com/channel/UCtmMFVVM_6H18zLA_Y4DcBA
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