
Komatsu Hydraulic Breaker

JMHB15H-2

New key asset for all jobsites
Designed for 1 to 1.7 tons carriers.

Powerful, safe and compact.

Landscaping, demolition, trenching, civil engineering, inside and outside: versatile and efficient.

• Hydraulic accumulator: no more regular 

nitrogen controls and recharges on jobsites.

• Tie rod free: less weight and cost, more 

power and reliability.

• Made in France: superior quality steel and 

manufacturing excellence.

• Improved soundproofing: lower noise levels 

for urban jobsites.

• Easy handling: two lifting points to handle the 

breaker with perfect balance and safety, also 

acting as hoses protection.

• Tool changing: new user friendly, simple, safe 

and reliable system, with one single retainer.

Weight and dimensions

Weight kg/lb

Dimensions mm/in

Breaker. 71 156
+ Mounted tool. 77 168
+ Mounted adapter plate (max.) 112 247

 A. 898 35
 B. 230 9
 C. 334 13
 D. 618 24
 E. 159 6.25
 F. 183 7.20
 G. 25 0.98



General specifications

Operating Information

 • Carrier weight range (min-max, mt) 1 - 1.7.
• Oil flow (min-max, l/min / gpm) 15 - 30 / 4 - 8.
• Operating pressure (max, bar/psi) 120 / 1,740.
• Back pressure (max, bar/psi) 35 / 507.
• Input power (kw) 6.
• Striking frequency (min-max, bpm) 800 - 1,600.
• Noise level /10m (dba) 90.
• Soundproofing standard.
• Hose protection standard.

Options (CPN)

 • Adapter plate: Upon request.
• Special painting: Upon request.

Maintenance kits (CPN)

• Level 1: 86638947.
• Level 2: 101112771.
• Level 3 (+2 warranty years*): 101112772.

Consumables (CPN)

 • Grease cartridges (x48) 86799152.
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Tools
Diameter (mm/in). 45 / 1.77 45 / 1.77 45 / 1.77
Length (mm/in). 455 / 17.9 455 / 17.9 455 / 17.9
Weight (kg/lb). 5.1 / 11 5.2 / 11.46 5.4 / 12
CPN. 86631918 86631900 86638566


